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Variations  WP100P WP110P

PYRAMID PLENUM BOX FOR WT100 
EN MSS

The pyramid plenum box has a side 
connection. The plenum box is made of 
galvanised steel plate. It can be used for 
fixed mounting or for central screw
fixing and can be equipped with a per-
forated plate and damper. The original 
shape allows easy economical
transport methods.

PLENUM BOX	
	

Perforated pressure distribu-
tion plate Yes

Spigot Class D spigot with double 
lip seal.

Volume control perforated volume flow  
control disk inside the spigot

Material Galvanised steel sheet, PP/
TPE spigot

Optional insulation Melamine 6mm

Mounting options
mounting eyes (Ø7mm) 
standard, mounting brackets 
available
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WP100P WP110P  

PYRAMID PLENUM BOX FOR WT100 EN MSS
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SIZE (mm) A B D H

394 170 380 160 265

494 235 480 200 315

594 300 580 250 365

619 325 605 250 365
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ANSCHLUSSKASTEN IN PYRAMIDENFORM FÜR WT100 UND MSS
WP100P WP110P

Catalogue, specifications subject to change ©2018

PLENUMS   WP100P   - P3

PYRAMID PLENUM BOX FOR WT100 EN MSS

HOW TO ORDER ?
PLENUM

0 : without air distribution plate, with bracket for central screw fixing
1 : with air distribution plate and central screw fixing

- : without damper in the inlet spigot
D : with damper in the inlet spigot

-: not isolated
G: insulated plenum

dimensions in mmNom. diameter (mm)

W P 1 0 0 P G D 0 2 0 0 0 5 9 4


