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Perforated ceiling plate for free exhaust 
of air. Designed for installation in modular 
T-bar ceiling systems.

VARIANTS

DC360
PERFORATED CEILING PLATE
FOR EXHAUST

Free exhaust without plenum 
 
Economical solution

DC340, DC360

TECHNICAL INFORMATION

APPLICATION Type Exhaust

CONSTRUCTION Versions

DC360 Perforations Ø4,5mm, 
51% free passage 
DC340 Perforations Ø6,0mm, 
40% free passage

Available panel sizes Standard 594x594mm, other 
sizes on request

MATERIAL Standard material Powder coated sheet steel 
metal

Standard finishing Powder coating RAL9010

Product finishing options Powder coating RAL of choice

MOUNTING Mounting options Suitable for modular T-bar 
ceiling system

QUICK SELECTION

Exhaust Qv [m³/h]
Lw

25 dB(A) 30 dB(A) 35 dB(A)

DC360 594x594 583 770 1016



DC360
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PRODUCT KEY

PERFORATED CEILING PLATE

D C 3 6 0 - F 0 5 9 4 0 5 9 4

Nominal length (mm): 
From 294 to 1200mm, per 

1mm

Nominal width (mm): 
From 294 to 700mm, per 

1mm

F: Coated

4: 40% perforation 
6: 51% perforation

Surface <= 0.5 m2
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